
ORDER BY FAX:  (760) 734-1735 OR E-MAIL: info@odpinc.com114

ProFlex™ S.E.T.  Anterior Pre-Torqued  
Nickel Titanium Archwires
These remarkable and exclusive austenitic nickel titanium archwires are pre-torqued in the anterior segment using ad-
vanced computer aided wire forming apparatus and techniques.  Consistent and predictable actual torque values are 
created by calculating recommended slot size, wire dimensions, corner radii, and the torque built into the archwire.

N I C K E L  T I TA N I U M  P R E - TO R Q U E D  A R C H W I R E S

F E AT U R E S  I N C LU D E :

•    Early introduction of torque in upper centrals and later-
als with wires that are less than full size to aid insertion.

•    A simple and predictable method for introducing up-
righting torque into the lower anterior segment to avoid 
“rollout” problems common with straight wire systems. 
Wires are less than full size relative to the bracket slot to 
aid insertion, and nickel titanium provides the low force 
and high resiliency desirable for an initial archwire.

5 Pk Anterior Pre-Torqued Archwires

Size Torque Span Code

.016”	x	.022” 20° 28 W75-1622-28

	 	 34 W75-1622-34

38 W75-1622-38

.017”	x	.025” 20° 28 W75-1725-28

34 W75-1725-34

38 W75-1725-38

.018”	x	.025” 20° 28 W75-1825-28

34 W75-1825-34

38 W75-1825-38

.019”	x	.025” 20° 28 W75-1925-28

34 W75-1925-34

38 W75-1925-38

.021”	x	.025” 20° 28 W75-2125-28

34 W75-2125-34

38 W75-2125-38

Wire Identification and Insertion Information
All	torqued	wires	are	marked	with	a	purple	dash		

indicating	the	direction	of	torque.

28mm
1	Midline	Dash

34mm
2	Midline	Dashes

38mm
3	Midline	Dashes


