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ProForce™ Solid Stainless Steel Preformed Archwires
The highest quality stainless steel archwires available to the orthodontic professional.

ProForce™ Stainless Steel  
True Form Archwires
The preferred shape for most clinical applications, ProForce™ Stain-
less Steel True Form Archwires feature a broad, natural archform that 
is perfect for most cases.

T H E  U LT I M AT E  I N  Q UA L I TY  O R T H O D O N T I C  W I R E S

True Archform	 50 Pk

     Round Upper Lower

.012” W50U-012 W50L-012

.014” W50U-014 W50L-014

.016” W50U-016 W50L-016

.018” W50U-018 W50L-018

.020” W50U-020 W50L-020

     Rectangular Upper Lower

.016” x .016” W50U-1616 W50L-1616

.016” x .022” W50U-1622 W50L-1622

.017” x .025” W50U-1725 W50L-1725

.018” x .022” W50U-1822 W50L-1822

.018” x .025” W50U-1825 W50L-1825

.019” x .025” W50U-1925 W50L-1925

.021” x .025” W50U-2125 W50L-2125

F E AT U R E S  I N C LU D E :

•   �Double spring temper 304V stainless 
steel with an outstanding 330-376 psi. 
tensile strength range, providing for 
maximum spring-back and minimal 
fracturing.

•   �A super high luster polishing process is 
employed for reduced friction, enhanced 
sliding mechanics, and increased patient 
aesthetics and acceptance.

•   �Permanent etch for ease of archwire 
identification. Upper wires have three 
black dashes, lower wires have one black 
midline dash.

•   �Rectangular and square archwire corner 
radii are precisely fabricated to ensure 
excellent performance and predictability 
when applying torque.

Archform shown at 75%
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ProForceTM

S T A I N L E S S  S T E E L

S TA I N L E S S  S T E E L  A R C H W I R E S

Universal Archform	 50 Pk

     Round

.012” W53U-012

.014” W53U-014

.016” W53U-016

.018” W53U-018

.020” W53U-020

     Rectangular

.016” x .016” W53U-1616

.016” x .022” W53U-1622

.017” x .025” W53U-1725

.018” x .022” W53U-1822

.018” x .025” W53U-1825

.019” x .025” W53U-1925

.021” x .025” W53U-2125

ProForce™ Stainless Steel  
Universal Form Archwires
Designed with a wide universal form that can be used 
on both upper and lower arches, ProForce™ Stainless 
Steel Universal Form Archwires are perfect for use with 
self-ligating bracket systems, such as ODP’s innovative 
new Agility® Self-Ligating Passive System.

Archform shown at 75%

Euro Archform	 50 Pk

     Round Upper Lower

.012” W54U-012 W54L-012

.014” W54U-014 W54L-014

.016” W54U-016 W54L-016

.018” W54U-018 W54L-018

.020” W54U-020 W54L-020

     Rectangular Upper Lower

.016” x .016” W54U-1616 W54L-1616

.016” x .022” W54U-1622 W54L-1622

.017” x .025” W54U-1725 W54L-1725

.018” x .022” W54U-1822 W54L-1822

.018” x .025” W54U-1825 W54L-1825

.019” x .025” W54U-1925 W54L-1925

.021” x .025” W54U-2125 W54L-2125

ProForce™ Stainless Steel   
Euro Form Archwires
ProForce™ Stainless Steel  Euro Form Archwires feature 
a slightly narrower anterior region as compared to the 
full form shape. 

Archform shown at 75%
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S TA I N L E S S  S T E E L  R E T R AC T I O N  A R C H W I R E S

ProForce™ Stainless Steel Posted Archwires 
An excellent tool for retraction!

The solid brass post is easily 
formed, and an advanced braz-
ing method virtually eliminates 
separation of posts from the 
archwire.

Retract anterior teeth or consolidate arch 
space with the use of posted archwires 
when used in conjunction with Class II 
elastics or nickel titanium closed coil 
springs.

Posted Archwires	 10 Pk	

Lower .018” .020” .018” x .025” .019” x .025”

22 mm W50LP-018-22 W50LP-020-22 W50LP-1825-22 W50LP-1925-22

24 mm W50LP-018-24 W50LP-020-24 W50LP-1825-24 W50LP-1925-24

26 mm W50LP-018-26 W50LP-020-26 W50LP-1825-26 W50LP-1925-26

28 mm W50LP-018-28 W50LP-020-28 W50LP-1825-28 W50LP-1925-28

30 mm W50LP-018-30 W50LP-020-30 W50LP-1825-30 W50LP-1925-30

Upper .018” .020” .018” x .025” .019” x .025”

32 mm W50LP-018-32 W50LP-020-32 W50LP-1825-32 W50LP-1925-32

34 mm W50LP-018-34 W50LP-020-34 W50LP-1825-34 W50LP-1925-34

36 mm W50LP-018-36 W50LP-020-36 W50LP-1825-36 W50LP-1925-36

38 mm W50LP-018-38 W50LP-020-38 W50LP-1825-38 W50LP-1925-38

40 mm W50LP-018-40 W50LP-020-40 W50LP-1825-40 W50LP-1925-40

42 mm W50LP-018-42 W50LP-020-42 W50LP-1825-42 W50LP-1925-42

44 mm W50LP-018-44 W50LP-020-44 W50LP-1825-44 W50LP-1925-44
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ProForceTM

S T A I N L E S S  S T E E L

ProForce™ Stainless Steel 
Keyhole Loop Archwires 
ODP’s Stainless Steel Keyhole Looped 
archwires are available in 2- and 4-loop 
options.

Accurate placement and consistent 
shape of our Keyhole Loops ensure your 
customers great results!

•	 Medical grade 304V stainless steel wire.

•	 Bright, smooth flat surfaces.

•	� Used in sliding mechanics for extraction 
space closure and in non-extraction 
Class II cases.

•	� Commonly used in combination with 
elastics or closed coil springs.

Keyhole Loop Archwires	 10 Pk	

2 Keyhole 4 Keyhole

Lower .016” x .022” .017” x .025” .019” x .025” .016” x .022” .017” x .025” .019” x .025”

22 mm W51-1622-22 W51-1725-22 W51-1925-22 W52-1622-22 W52-1725-22 W52-1925-22

24 mm W51-1622-24 W51-1725-24 W51-1925-24 W52-1622-24 W52-1725-24 W52-1925-24

26 mm W51-1622-26 W51-1725-26 W51-1925-26 W52-1622-26 W52-1725-26 W52-1925-26

28 mm W51-1622-28 W51-1725-28 W51-1925-28 W52-1622-28 W52-1725-28 W52-1925-28

30 mm W51-1622-30 W51-1725-30 W51-1925-30 W52-1622-30 W52-1725-30 W52-1925-30

Upper .016” x .022” .017” x .025” .019” x .025” .016” x .022” .017” x .025” .019” x .025”

32 mm W51-1622-32 W51-1725-32 W51-1925-32 W52-1622-32 W52-1725-32 W52-1925-32

34 mm W51-1622-34 W51-1725-34 W51-1925-34 W52-1622-34 W52-1725-34 W52-1925-34

36 mm W51-1622-36 W51-1725-36 W51-1925-36 W52-1622-36 W52-1725-36 W52-1925-36

38 mm W51-1622-38 W51-1725-38 W51-1925-38 W52-1622-38 W52-1725-38 W52-1925-38

40 mm W51-1622-40 W51-1725-40 W51-1925-40 W52-1622-40 W52-1725-40 W52-1925-40

42 mm W51-1622-42 W51-1725-42 W51-1925-42 W52-1622-42 W52-1725-42 W52-1925-42

44 mm W51-1622-44 W51-1725-44 W51-1925-44 W52-1622-44 W52-1725-44 W52-1925-44

S TA I N L E S S  S T E E L  R E T R AC T I O N  A R C H W I R E S
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S TA I N L E S S  S T E E L  M U LT I - S T R A N D  W I R E

	 25 Pk 30’ Spool Archwire 10 Pk
3-Strand Twisted 14” Lengths 30’ Spool Upper Lower

.0155” W84S-0155 W84B-0155 W84U-0155 W84L-0155

.0175” W84S-0175 W84B-0175 W84U-0175 W84L-0175

.0195” W84S-0195 W84B-0195 W84U-0195 W84L-0195

Stainless Steel 3-Strand Twist Archwires
Super spring and hard temper for gentle leveling during early treatment stages.  Triple stranded twist wire accepts greater 
deflection before elastic limit is reached.  End will not fray when cut. 

	 25 Pk 30’ Spool Archwire 10 Pk
6-Strand Coaxial 14” Lengths 30’ Spool Upper Lower

.0155” W85S-0155 W85B-0155 W85U-0155 W85L-0155

.0175” W85S-0175 W85B-0175 W85U-0175 W85L-0175

.0195” W85S-0195 W85B-0195 W85U-0195 W85L-0195

Stainless Steel 6-Strand Coaxial Archwires
Coaxial twist wire (5 wires wrapped around a single core wire), is a super resilient wire that can be bent to a greater degree 
than ordinary twist wire - without taking a set.  Its resilience is most apparent with severely malposed cases.  Coaxial wire is 
an excellent initial archwire. 

	 Archwire 10 Pk
8-Strand Braided Upper Lower

.016” x .022” W86U-1622 W86L-1622

.017” x .025” W86U-1725 W86L-1725

.018” x .025” W86U-1825 W86L-1825

.019” x .025” W86U-1925 W86L-1925

.021” x .025” W86U-2125 W86L-2125

Stainless Steel 8-Strand Braided Archwires
Eight strands of stainless steel wire with a bright finish are braided together to provide a super resilient archwire.  Braided 
wire fills the edgewise slot and offers torque control, while its resiliency permits early application in treatment.  Serves as an 
excellent transitional wire from round to rectangular. 
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ProForceTM

S T A I N L E S S  S T E E L

Archwire Racks
ODP offers hand crafted, high quality plexiglass archwire 
storage racks that are ideal for chairside use. They are 
designed to accommodate up to 14 individual sizes of wire, 
and rows are separated to distinguish between upper and 
lower sizes. 

S TA I N L E S S  S T E E L  S T R A I G H T  W I R E

Stainless Steel 14” Straight Lengths
Our 14” straight length wires are made from the same high quality 
304V stainless steel as our preformed archwires.  This assures 
maximum spring-back and resistance to fracture during even the 
most complex forming procedures.

F E A T U R E S  I N C L U D E :

Double spring temper 304V stainless steel 
with outstanding 330-376 psi. tensile 
strength range, providing for maximum 
spring-back and minimal fracturing.

A super high luster polishing process is 
employed for reduced friction, enhanced 
sliding mechanics, and increased patient 
aesthetics and acceptance.

Rectangular and square archwire corner 
radii are precisely fabricated using 
Statistical Process Control (SPC) and Good 
Manufacturing Practices (GMP) to ensure 
excellent performance and predictability 
when applying torque.

14” Lengths	 25 Pk

     Round

.014” W59S-014

.016” W59S-016

.018” W59S-018

.020” W59S-020

.028” W59S-028

.030” W59S-030

.032” W59S-032

.036” W59S-036

     Rectangular

.016” x .016” W59S-1616

.016” x .022” W59S-1622

.017” x .025” W59S-1725

.018” x .025” W59S-1825

.019” x .025” W59S-1925

.021” x .025” W59S-2125


